
LOBSTER RIVETER ER-300N 

Lobster Tool’s electric rivet guns are ideal for repair shops, modular office system 
assembly, heating ventilation and air conditioning and other on-site construction 
applications. 

 

ER-300N Features: 

• Sets up to 3/16” diameter in all materials 
• Locked trigger option for continuous use 
• Durable construction for field use 
• Ultra jaws for longer jaw life 
• Packaged in a molded plastic carrying case for convenient filed use 

 

Electric Rivet Gun Specifications 
 

ER-300N  

Riveting Capacity For setting standard blind rivets 3/32 - 3/16" (2.4 - 
4.8 mm) 

Traction Power 1870 lbs. (850 kg) (8336N) 
Stroke .080" (20 mm) 

Power Supply 120V 50-60 Hz Single phase AC input 351W (AC 
220V 50-60 Hz optional) 

Tool Dimensions L 14.0" x H 8.0" 
L 350 mm x H 200 mm 

Weight 
5.5 lbs (2.5 kg) 

Nosepiece 
Standard 3/32 - 3/16" (2.4 - 4.8 mm) 
L 0.256" (6.55mm) 
D 0.295" (7.5 mm) 

Frame Head L 2.876" (73 mm) 
D 0.866" (22 mm) 

Jaws 
M' Ultra 

Auxiliary Kit 

4 Nose Pieces 
3/32" (2.4mm) 
1/8" (3.2 mm) 
5/32" (4.0 mm) 
3/16" (4.8 mm)  
Maintenance spanners 
Cleaning brush 

 

 

 


